


Dodge Ram 1500, 2002–2008      

I N S TA L L AT I O N  M A N U A L  -  L 5 8 3 5 P G .  1

     REQUIRED TOOLS 

• 7/16", 1/2", 9/16" open end or box wrenches
• Adjustable Wrench
• Torque Wrench
• Ratchet with 9/16", 1/2" deep well sockets
• Heavy Duty Drill
• 3/8" and 5/16" drill bits (very sharp)
• 3/8" Nut Driver
• 7/32" Allen Wrench
• Screw Driver, Flat Blade
• Hose Cutter, Razor Blade or Sharp Knife
• Air Compressor /Compressed Air Source
• Hoist or Floor Jack
• Safety Stands
• Safety Glasses
• Spray Bottle with Dish Soap/Water

     KIT CONTENTS

A   Air Springs (2)                          Airline Assembly Parts
B   Lower Bracket (2)                          Airline (1)
C   Upper Frame Bracket (2)             Tie Strap (6)

90° Fitting  (2) Fill Valve (2) 
D   Roll Plate (4)                        
E   Heat Shield (1)                 
F     3/8" Nylock Nut (4)
H 5/16" Flat Washer (4)        
I 3/8" Lock Washer (6)                                  
J 3/8"-24 x 7/8" Bolt (6)
K 3/8" Flat Washer (12)
L 1/2" Lock Washer (4)
M 3/8"-16 x 2" Carriage Bolt (4)

Lower Bracket Stanchion (2)
3/8" - 24 x 3/4" Countersink Screw (4)                      

      Heat Shield Clamp (2)
Q  Axle Strap (2)    

Make sure all the items shown in 
the photo are provided in your kit
before starting the installation.
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CAUTION: This kit includes 
“push to connect” airline fittings. 
They require the end of the 
airline to be round, square and 
cleanly cut to ensure the internal 
seal will not leak. The airline 
must only be cut with a sharp 
razor knife or hose cutter. 
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INSTALLATION ON THE VEHICLE

5 Raise the vehicle enough for a comfortable working height with a floor jack
(or hoist if available) and support the axle with jack stands.

6 Remove the jounce bumpers on both sides and discard.  
Retain the capscrews for use later in the installation.

7 Insert the air spring assembly between the jounce bumper and the axle plate
with the 90˚ airline fitting pointing towards the center of the vehicle. Some  
vehicles may require the frame to be raised slightly to attain enough clearance 
to insert the air spring assembly. Rotate the lower mounting bracket to position 
one leg in front of the axle pad and the other leg behind the axle pad.

8 Install the 1/2" lock washers provided on to the original jounce bumper capscrews. 
Loosely install these through the upper air spring bracket to the frame.

9 Loosely install the axle straps to the carriage bolts using the 3/8" flat washers and 
the 3/8" nylock nuts provided.

Repeat steps 7 - 9 on the other air spring assembly

STEP 6

STEP 7

STEP 8

STEP 9

Jack Stands

Jounce Bumpers
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adjusting the air spring

10 Adjust the air spring assembly to the upper bracket by moving the lower bracket 
on the axle tube to ensure the air spring is correctly aligned, as shown here.

11 Once the air springs are aligned, torque the original jounce bumper bolts to 
30 ft-lbs, 40 N•m. Then, torque the 3/8" capscrews that secure the upper bracket 
to the air spring to 20 ft-lbs, 27 N•m.

12 Now torque the axle strap carriage bolt to 20 ft-lbs, 27 N•m.

Repeat steps 10 - 12 on the other air spring assembly

INSTALLING THE HEAT SHIELD

13 Bend the two center tabs of the heat shield supplied for fastening to the exhaust 
pipe as shown. Attach the heat shield with the gear clamps supplied to the 
exhaust pipe to protect the air spring from the heat of the tail pipe. 

AIR SPRING ALIGNMENT

INCORRECT CORRECT

STEP 11

STEP 12

STEP 13






